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TD42-HSP | HALL SENSOR BOARD
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Beschreibung / Description

Die Hall-Sensor Platine TD42-HSP ist eine einfache und kosten-
günstige Möglichkeit unsere Baureihe THETADRIVE® 42 mit 
einem Impulsgeber zu erweitern.

Die Platine ist mit zwei Hall-Sensoren bestückt, wodurch eine
Drehrichtungserkennung möglich ist. Der Standardmagnet 
liefert vier Impulse pro Umdrehung.

Auf der Platine sind bereits 3,3 kOhm Pull-up Widerstände 
zwischen der Hall-Sensor Versorgunugsspanung und den Signal-
ausgängen geschaltet. Bei Bedarf können diese ausgelötet 
werden.

The Hall sensor board TD42-HSP is a simple and cheap way to 
upgrade our series THETADRIVE® 42 with a pulse generator.

The board has two Hall sensors, so it is possible to identify the 
direction of rotation. The standard magnet generates four pulses per
revolution.

On the board are already 3,3 kOhm pull-up resistors between the
Hall sensor supply voltage and the signal outputs. If necessary, they
can be removed. 

Technische Daten / Technical data

Versorgungsspannung Hall-Sensor : . . . . . . . . . . . . . . . 5 - 24 V/DC
Motor : . . . . Motor-Nennspannung 

Logische Ausgänge : . . . . . . . . . . open collector (max. 50 mA)
eingebaute Pull-up Widerstände 3,3 kOhm

Anzahl Kanäle : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
Anschluss Platine : . . . . . . . . . . . . . . . . . . . . Molex 22-03-5065
Anschluss Kabel : . . . . . . . . . . . . . . . . . . . . Molex 50-37-5063
Temperaturen Betrieb : . . . . . . . . . . . . . . . . . . 0 - 80° C

Lagerung : . . . . . . . . . . . . . . . . -20 - 80° C
Gewicht : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 g
Maße : . . . . . . . . . . . . . . . . . . . . . . . Ø37,8 x 10 mm

Operating voltage Hall sensor : . . . . . . . . . . . . . . . . . . . 5 - 24 V/DC
motor : . . . . . motor operating voltage

Logical outputs : . . . . . . . . . . . . . . open collector (max. 50 mA)
built-in pull-up restistors 3,3 kOhm

Number of channels : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
Connector board : . . . . . . . . . . . . . . . . . . . . . . . . Molex 22-03-5065
Connector cable : . . . . . . . . . . . . . . . . . . . . . . . . Molex 50-37-5063
Temperature operating : . . . . . . . . . . . . . . . . . . . . . . 0 - 80° C

storage : . . . . . . . . . . . . . . . . . . . . -20 - 80° C
Weight : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 g
Dimensions : . . . . . . . . . . . . . . . . . . . . . . . . . . . Ø37,8 x 10 mm

Technische Änderungen vorbehalten. / Subject to change without notice.

Bestell-Nr. / Order-No.

504.997 TD42 - HSP Hall-Sensor Platine
504.994 TD42 - M4 Magnet mit 4 Impulsen
504.998 TD42 - AK50 Anschlusskabel, Länge 50 cm

504.997 TD42 - HSP Hall sensor board
504.994 TD42 - M4 Magnet with 4 pulses
504.998 TD42 - AK50 Connecting cable, length 50 cm
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